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companies:

The Directive 2011/65/EU rules the use of dangerous substances in electric and 
electronic devices (AEE).

The electric and electronic devices (Annex I) must respect the maximum levels of 
concentration in weight indicated reported in this Directive.

However, the Directive specifies that the presence of these substances is allowed for 
some specific applications and sets the maximum levels of their concentration in some 
materials (so-called homogeneous).

The companies of the Lucefin Group produce and trade steel bars (cold-drawn, 
peeled, ground, hot-rolled, forged) as well as forged steel blocks and cold-drawn or 
extruded bars in brass and aluminum alloys.

The materials sold by the Lucefin Group can be considered homogeneous, whose 
definition given by the article 3 of the Directive RoHS-II is the following:
A “Homogeneous material” is a material with a uniform composition or a material 
obtained thanks to the combination of more than one component which cannot 
be split in different materials through mechanical actions like unscrewing, cutting, 
crushing, grinding and abrasive processes.

For these homogeneous materials, the Lucefin Group respects the maximum levels of 
concentration in weight tolerated for these substances, indicated in annex. II of the 
Directive, (modified by the Directive (UE) 2015/863) which are:
− lead (0,1%)
− mercury (0,1%)
− cadmium (0,01%)
− hexavalent chromium (0,1%)
− poly-brominated biphenyls (PBBP) (0,1%)
− poly-brominated di-phenyl ethers (PBDE) (0,1%)
− bis(2-ethylhexyl) phthalate (DEHP) (0,1 %) 
− butyl benzyl phthalate (BBP) (0,1 %)
− dibutyl phthalate (DBP) (0,1 %) 
− diisobutyl phthalate (DIBP) (0,1 %)

Some products manufactured and traded by the Lucefin Group for specific applications, 
fall into the exceptions given by Annex III of the Directive. 
Among these exceptions there are:
- Lead as an alloy in steel for mechanical processing and galvanized steel containing 

up to 0,35% of lead in weight
- Lead as alloy in aluminum containing up to 0,4% of lead in weight
- Copper alloys containing up to 4% of lead in weight.
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ACCIAI BRIANZA Desio (MB)
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